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LOT DRAIN TRENCH

621

NTS

PERF-DRAIN

NTS

TIGHT-LINE

NTS

CLEANOUT

12" 12" TYP

SIDEWALK

GRAVEL BACKFILL

FOR DRYWELLS

PER SECTION

9-03.12(5)

GEOTEXTILE PER

SPEC 9-33.2(1)

TABLE 3, SOIL

STABILIZATION,

NONWOVEN.

6" PERF PVC DRAIN PIPE

2
'
-
6

"

 
O

R
 
A

S
 
D

I
R

E
C

T
E

D

B
Y

 
I
N

S
P

E
C

T
O

R

NOTES:

1. LATERALS TO LOTS:  WYE TO LOT CAP AND

MARK LOCATION WITH 2"X4" POST MARKED

"STORM".

2. CLEANOUT LOCATIONS TO BE AT BENDS, END

OF LINES AND AT 100' OC MAX SPACING.

6"

12"

SUITABLE NATIVE

BACKFILL MATERIAL

GRAVEL BACKFILL FOR

PIPE ZONE BEDDING PER

SECTION 9-30.12(3)

6" PVC
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BOX W/ SECURED CARSON INDUSTRIES LID.

MODEL 910-12B BLACK OR EQUAL.  MARKED

"STORM" OR "DRAIN", UNGASKETED CAPS IN SOFT

AREAS.  TRAFFIC BEARING CAPS IN PAVED AREAS.

UNGASKETED CAPPED END

OR MECHANICAL PLUG

45 DEGREE BEND

WYE PLUG

120°

CL HOLES
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